
ALLY SECURITY LIGHT
& SMART WiFi CAMERA

APPLICATIONS

• Security floodlight with built in Smart camera for 
every home.

• Light up driveways and paths.

• Monitor access points of your property to deter 
intruders.

Secure your home with the smart floodlight combined with a 
powerful motion sensor and camera. The security light comes 
on when the sensor detects movement.

• Direction Adjustable PIR Sensor and 2 megapixel FHD 1080P Camera.

• Advanced PIR motion detection identifies slight changes in movement 
and sends a notification to your phone/tablet.

• See in the dark with night vision with built-in IR LED. 

• Manually record live video direct to your phone via the BrilliantSmart app. 
Recorded SD card footage is encrypted and can only be viewed through 
the BrilliantSmart app.

• Built in memory card slot supports up to 128GB SD card.  
Older footage is overwritten. Recording is motion activated when  
SD card is installed (card not included).

• Adjustable sensor functions on time, motion and light sensitivity.

• IP44 weather resistant rating.

• Made from durable UV stabilised ABS and polycarbonate offering that is 
ideal for coastal environments.

• App features - Live Screenshot, Buzzer, Album, Notification, SD card 
playback, Record live to BrilliantSmart App.

• Compatible with BrilliantSmart devices via automation & IFTTT.
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TECHNICAL SPECIFICATIONS

Operating voltage: 220-240V / 50Hz

Class: Class II (2)

Wattage: 2 x 10W (20W Total)

Lumens: 2000 Total Lumens

Light Temperature: 4000°K (Cool White)

Audio: Two-way audio

Video resolution: 2MP, 1080P (1980 x 1080 pixels), 24fps

Field of view: 110 degree wide viewing angle

Motion detection: Advanced PIR motion sensing

Operation Modes: Programmable via app

PIR sensitivity: Programmable via app

PIR range: 10m x 150 degrees

Night vision distance: Up to 5m

Light brightness: 1% - 100%

Light time on: 5 sec to 10 min
Manual override (off-3hrs-6hrs-Day to Day)

Lux sensitivity: 0 to 2000Lx

Construction: Durable ABS with Polycarbonate

Ingress protection: IP44 rated (Indoor & under cover outdoor)

Memory: Micro SD card slot (128GB max, not included), rolling
* Do not exceed Ultra class 10. 
EXTREME cards will not allow playback.

Warranty: 2 year replacement

WiFi Info: IEEE802.11b/g/n, 2.4GHz
Mac Encryption; WEP/WAPI/TKIP/AES

Device Requirements: iOS 8.0 or higher, Android 4.1 or higher

Standards: AS/NZS 60598.1:2017+A2:2020
AS/NZS 60598.2.5:2018
AS/NZS 61347.1:2016+A1:2018
ANZS 61058.1:2008
AS/NZS 62368.1:2018  

MODEL COLOUR DESCRIPTION BOX SIZE GROSS WEIGHT BOX QTY BARCODE/TUN

RETAIL
BOX

21891/06 Black
Ally Security Light 
& WiFi Camera

W190 x H215  
x D164 mm

0.92 kg 1 pc

OUTER 
CTN

21891/06 Black
Ally Security Light 
& WiFi Camera

W490 x H270  
x D430 mm

3.9 kg 4 pc
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INSTALLATION

Must be installed by a licensed electrician

ALLY SECURITY LIGHT
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