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I P65  WEATHERPROOF  D ISTR IBUT ION BOX  

Features 

• Complete w/ earth and split neutral bar 

• Full din rail included and lock-tag hoop 

• IP65 ingress protection for weatherproof applications 

• Flip window lift door for added sealing 

• Smooth and intuitive design for convenient installation 

• Cable entry knockouts on top, bottom and sides of body 

• Impact resistant ABS material and PC door for life longevity 

Part No. Description (L) (W) (D) (M) CTN 

NLS30765 5 Pole IP65 Weatherproof Surface Mount Distribution Box 159mm 119mm 90mm 112*72mm 20 

NLS30766 8 Pole IP65 Weatherproof Surface Mount Distribution Box 155mm 201mm 90mm 97*142mm 20 

NLS30767 12 Pole IP65 Weatherproof Surface Mount Distribution Box 198mm 255mm 108mm 137*191mm 10 

NLS30768 18 Pole IP65 Weatherproof Surface Mount Distribution Box 198mm 363mm 108mm 300*138mm 10 

NLS30769 24 Pole IP65 Weatherproof Surface Mount Distribution Box 360mm 276mm 108mm 294*212mm 10 

Specifications 

Executive Standards 

IEC60439-1 

IEC 60529 IP65 

GB 7251.3 2006 

Application 

Ideal for domestic, commercial and industrial applications 
or where electrical switchboards in operation require 
protection against harsh environmental conditions 

http://www.nlslight.com.au

