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by Schneider Electric

Product data sheet 4RCBE220/30S

Characteristics Residual current breaker with overcurrent
protection (RCBO), MAX4, 1P + N, 20 A, C
curve, 6000 A, 240 V, 30 mA, A type

9 D Main

Range MAX4
Product or component Residual current breaker with overcurrent protection
(l.l'PS_ﬂ!- type (RCBO)
:\ Product brand Clipsal
- Poles description 1P +N
Number of modules 1
; [In] rated current 20A B
:\:‘ A Curve code C %
L Earth-leakage sensitivity 30 mA g
oI Earth-leakage Type A %
N protection class 2
Breaking capacity 6000 A S
©
g
Complementary §é§
[Ue] rated operational voltage 240V AC E § é
[Uimp] rated impulse withstand voltage 6 kV é %g
Mounting support DIN rail 2% %
Size 92.5 x 18 x 71.5 mm conforming to DIN 43880 § 5’%
25%
523
Environment %éj‘%
Standards AS/NZS 61009 53%
IP degree of protection 1P20 %%‘%
IP40 tze
S35 &
Ambient air temperature for operation -5...40 °C % % 5
£33
=3
Packing Units §§§
Package 1 Weight 142.000 g g gt
Package 1 Height 20.000 mm Ecd
Package 1 width 73.000 mm 2 g H
Package 1 Length 100.000 mm 538
o
Offer Sustainability get
Sustainable offer status Green Premium product g’c'% E
REACh Regulation I g g :g
EU RoHS Directive Compliant £ g% é‘
Mercury free Yes % 2 %
RoHS exemption information i 2 g %
China RoHS Regulation & ;éé
Environmental Disclosure 2 gé g
£8¢
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Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www.schneider-electric.com.au/sites/australia/en/products-services/green-premium/green-premium.page
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=267784126&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=267784126&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=267784126&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=267784126&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP100702EN_V1

