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All Rights Reserved

All Rights Reserved
No part of this document can be reproduced in any form or by any means without the prior
written permission of Sungrow Power Supply Co., Ltd (hereinafter "SUNGROW").
Trademarks

and other Sungrow trademarks used in this manual are owned by
SUNGROW.
All other trademarks or registered trademarks mentioned in this manual are owned by their

respective owners.

Software Licenses

» It is prohibited to use data contained in firmware or software developed by SUNGROW,
in part or in full, for commercial purposes by any means.

« It is prohibited to perform reverse engineering, cracking, or any other operations that
compromise the original program design of the software developed by SUNGROW.









“NOTE” indicates additional information, emphasized contents or tips that may be
helpful, e.g., to help you solve problems or save time.















1 Safety Instructions

When installing, commissioning, operating, and maintaining the product, strictly observe the
labels on the product and the safety requirements in the manual. Incorrect operation or work
may cause:

* Injury or death to the operator or a third party.

+ Damage to the product and other properties.

A\ WARNING

* Do not operate the product and cables (including but not limited to moving the
product, installing the product, operating the product and cables, powering up
the product, maintaining the product, and working at heights) in harsh weather
conditions such as flooding, lightning, rain, snow, and level 6 or stronger wind.

* In case of fire, evacuate from the building or product area and call the fire alarm.
Re-entry into the burning area is strictly prohibited under any circumstances.

NOTICE

* Tighten the screws with the specified torque using tools when fastening the
product and terminals. Otherwise, the product may be damaged. And the dam-
age caused is not covered by the warranty.

e Learn how to use tools correctly before using them to avoid hurting people or
damaging the device.

* Maintain the device with sufficient knowledge of this manual and use proper
tools.

+ The safety instructions in this manual are only supplements and cannot cover
all the precautions that should be followed. Perform operations considering ac-
tual onsite conditions.

+  SUNGROW shall not be held liable for any damage caused by violation of gen-
ﬂ eral safety operation requirements, general safety standards, or any safety in-
struction in this manual.

* When installing, operating, and maintaining the product, comply with local laws
and regulations. The safety precautions in this manual are only supplements
to local laws and regulations.
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2 Product Description

2.1 System Introduction

The inverter is a transformerless 3-phase PV grid-connected inverter. As an integral compo-
nent in the PV power system, the inverter is designed to convert the direct current power
generated from the PV modules into grid-compatible AC current and feeds the AC current to
the utility grid.

A WARNING

* The inverter must only be operated with PV strings with class Il protection in ac-
cordance with IEC 61730, application class A. It is not allowed for the positive
pole or the negative pole of the PV strings to be grounded. This can cause dam-
age to the inverter.

* Do not connect any local load between the inverter and the AC circuit breaker.

NOTICE

The inverter applies only to the scenarios described in this manual.

The intended usage of the inverter is illustrated in the following figure (what are in the
dashed box are optional).
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Unpacking and Storage

Unpacking and Inspection

The product is thoroughly tested and strictly inspected before delivery. Nonetheless, dam-
age may still occur during shipping. For this reason, please conduct a thorough inspection
after receiving the product.

» Check the packing case for any visible damage.

» Check the scope of delivery for completeness according to the packing list.

» Check the inner contents for damage after unpacking.

Contact SUNGROW or the transport company in case of any damage or incompleteness,
and provide photos to facilitate services.

Do not dispose of the original packing case. It is recommended to store the device in the
original packing case when the product is decommissioned.

NOTICE

* After receiving the product, check whether the appearance and structural parts
of the device are damaged, and check whether the packing list is consistent
with the actual ordered product. If there are problems with the above inspection
items, do not install the device and contact your distributor first. If the problem
persists, contact SUNGROW in time.

* If any tool is used for unpacking, be careful not to damage the product.

Inverter Storage

Proper storage is required if the inverter is not installed immediately.
« Store the inverter in the original packing case with the desiccant inside.

* The storage temperature must be always between -30°C and +70°C, and the storage rel-
ative humidity must be always between 0 and 95 %, non-condensing.

* In case of stacking storage, the number of stacking layers should never exceed the limit
marked on the outer side of the packing case.

* The packing case should be upright.

« If the inverter needs to be transported again, pack it strictly before loading and transport-
ing it.

» Do not store the inverter in places susceptible to direct sunlight, rain, and strong electric
field.






4 Mechanical Mounting

&\ WARNING
Respect all local standards and requirements during mechanical installation.

4.1 Safety During Mounting

A\ DANGER

Make sure there is no electrical connection before installation.
Before drilling, avoid the water and electricity wiring in the wall.

A\ WARNING

Poor installation environment will affect system performance!

¢ Install the inverter in a well-ventilated place.
¢ Ensure that the heat dissipation system or vent is not blocked.

¢ Do not install the inverter in an environment with flammable and explosive ob-
jects or smoke.

A\ CAUTION

Improper handling may cause personal injury!

* When moving the inverter, be aware of its weight and keep the balance to pre-
vent it from tilting or falling.

* Wear proper protective equipment before performing operations on the inverter.

* The bottom terminals and interfaces of the inverter cannot directly contact the
ground or other supports. The inverter cannot be directly placed on the ground.

NOTICE

When installing devices, ensure that no device in the system causes it hard for the
DC switch and the AC circuit breaker to act or hinders maintenance personnel from
operating.

If drilling is required during installation:

* Wear goggles and protective gloves when drilling holes.
* Make sure to avoid the water and electricity wiring in the wall before drilling.

* Protect the product from shavings and dust.
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